
article description

article number

composition

weight

weave

width

sky blue 

(11)

apple green

(22)

plum

(46)

4 4 3

4 4 3,5

4 4 4

4 4 4

4 4 4

4 4 4

4 4 3

4 4 3,5

4 4 4

4 4 4

4 4 3

ISO 105 B02 5 5 5

finish

ISO 12945-2

care labeling certifications

fastness properties

physical properties

3%

3%

800N 

550N 

pilling fastness

light fastness

colour staining PES

ISO 13934-1

ISO 105 C06, E1S

ISO 105 E4

ISO 105 P01

Technical Data

Comfort 195

103000

characteristics

yarn count 

finished construction

ISO 105 X12

3x ISO 6330 1A, F

3-4

sanfor/crease resist yes

colour change

colour staining PES

colour staining TC

colour change

colour staining TC

rubbing fastness

shade change

2x1 Z Twill

shade change

dry

wet

tensile weft

washing fastness

prespiration

sublimation fastness

150 cm

tensile warp

colour staining PES

colour staining TC

shrinkage warp

shrinkage weft

195 gr/m²

50 % recycled polyester/50 % lyocell (Tencel)

Nm 51

Nm 34

51 threads/cm

26 threads/cm

warp

weft

warp

weft


